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ALUMINUM STOP GATE SPECIFICATIONS
The fabricated aluminum stop gates, where shown on the plans or indicated in the specifications, shall be manufactured by the Rodney Hunt Company.

The guides shall be of extruded aluminum incorporating a dual slot design.  The primary slot shall accept the plate of the disc and the secondary slot shall be sufficiently wide to accept the reinforcing ribs of the disc.  The guides shall be designed for maximum rigidity and shall have a weight of not less than 3 pounds per linear foot.  The guides shall be designed to embed in or mount to the face of the concrete and shall be provided with keyways to lock them into the concrete.  The invert of the frame shall be an angle welded to the lower ends of the guides to form a seating surface for the resilient seal mounted on the disc. 

The disc shall be of aluminum plate reinforced with aluminum structural shapes welded to the plate.  The disc shall not deflect more than 1/360 of the span of the gate under the design head.  Reinforcing ribs shall extend into the guides so that they overlap the seating surface of the guide.  A specially molded resilient seal shall be mounted on the bottom of each disc to provide flush bottom closure.  The shape of the seal shall produce a seating surface having a minimum width of 3/4".  The seal shall extend into the secondary slot of the guide, and the vertical face of the seal shall be in contact with the seating surface of the guide to provide a proper seal at the corners.  The disc shall be equipped with handles or hand holes for use in raising and lowering.

All necessary attaching bolts and anchor bolts shall be stainless steel and shall be furnished by the stop gate manufacturer. 

